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Abstract 
TA2 is a time scale algorithm designed to 
run as a post-processor by smoothing, i.e. 
combining estimates from runs in both 
forward and backward temporal directions. It 
has been tasted using the time-scale data at 
NIST from 1989 through the first half of 
1990. We review the characterization 
parameters for clocks with white Fn, om, and 
random-walk FU, a,, and the dependence of 
these estimates on integration tine, r .  We 
also discuss the transformation of these 
parameters from their use as time deviations 
to frequency variances. Ue compare the 
scale generated by TA2 over 541 d starting 
at the beginning of 1989, with the two other 
scales at NIST, AT1 and TA. We find that 
TA2 and AT1 agree well in frequency, though 
TA, the pure Kalnan-filter algorithm, walks 
off more than 2 parts in 10" over the 
interval. Using GPS data to link with other 
time scales around the world, ve compute the 
stabilities of the three NIST scales, ATl, 
TA, and TA2 using N-cornered hat estimates. 
We find that they have similar short-term 
stabilities for integration times out to 16 
d, within the confidence of our estimates. 
TA appears to be worse in stability than the 
other two scales by a factor of about 2. 
There is some indication that TA2 improves 
slightly over AT1 in the long term, matching 
previous results from simulation, though the 
confidence on these estimates is poor. 

Introduction 
As we reported previously 111, TA2 is a 
smoother, an algorithm that runs both 
forward and backward in time. First we 
estimate frequency using the AT2 algorithm 
121 in both directions. Then we combine 
these frequency estimates in a third 
(forward) pass to estimate time, using only 
the time estimate portions of AT2. We are 
now ready to run TA2 at NIST in parallel 
with the other scales, AT1 [2] and TA ( 3 1 .  
One of our goals with this algorithm is to 
improve long term frequency stability [ 4 ] ,  
using the advantage of post-processing with 
a smoother. 

Please note that in this paper we will use 
the same name for a time scale algorithm and 
the time scale it produces. Thus we refer 
to TA2, TA, and AT1 both as algorithms and 
as the time scale output from a run on a 
particular ensemble of clocks over a 
particular interval. We trust that the 
context will keep these things clear. 

AT2, the single-pass algorithm underlying 
TA2, is designed to generate a time scale in 
real time that is more stable than the best 
clock in the ensemble, both in long and 
short term. For each clock in the ensemble, 

it adaptively estimates the clock's weight 
and a confidence on the frequency estimate. 
It detects frequency steps using the 
frequency estimate Confidence (21. 

We run TA2 over a period of 1 month plus 
10 d and use only the data from the month as 
definitive results. Thus, all definitive 
results have the benefit of information from 
both the past and the future. The clock 
characterization parameters at the end of 
the month from the third pass are saved for 
initializing the forward pass for the next 
month. We run month-by-month over past data 
for two reasons. First, we plan to run TA2 
operationally after the tenth day of each 
month for the previous month. Also, as was 
discussed previously [ 11, the random valk of 
the scale itself creates problems for 
combining the forward pass estimate of 
frequency with that of the backward pass, 
and these problems become more serious as 
the length of the pass grows. For the NIST 
clocks, we find that the amount the 
frequency of the scale walks off from the 
beginning of the month through the end and 
back again does not cause significant 
problems. 

While installing TA2 in the NIST time-scale 
system, we encountered several problems 
concerning the parameters we use to 
characterize the clocks. The time interval 
between measurements is 2 h, as compared to 
the 1 d interval we had used in developing 
the algorithms for CPS time-transfer data. 
Also, in a real ensemble, clocks must enter 
and leave the scale at arbitrary times. 
Both of these factors made us aware of 
subtle considerations with our new 
algorithm, whose resolution we report in 
this paper. 

We also present the results of running TA2 
on the clocks at HIST over the period from 
January 1989 thrcuqh June 1990. 1989 was 
chosen to provide a rigorous test of the 
scale because of a failure of the 
measurement system which occurred in July of 
that year. Goth the time and frequency 
offsets of each clock in the ensemble had to 
be estimated to restart the time scales 
after this failure. Apparently we succeed 
in this test because there seems to be no 
evidence of the. discontinuity in the 
measurements in the resultant scale. 

To study the short- and long-term stability 
of TA2 from this run, we compare it with 
both the other local scales at NIST, AT1 and 
TA, and with scales at other international 
laboratories using GPS time transfer. AT1 
is the real-time time scale at NIST used to 
calibrate various oscillators through the 
NIST two-f requency measurement system [ 61, 
and to generate frequency and time signals 

442 



electrically through a nicrophase stepper. 
Liko all the 8cales at NIST, and other 
scales such as ALCOS [ 5 ] ,  AT1 astfnatos time 
as a weighted average of tho m a m r e d  clock 
differences ( 2 1 .  In AT1, the weights are 
adaptively estimated in an attempt to 
optimize short tenn stability. Frequency is 
estimated using exponential filters with 
time constants chosen differently for each 
clock to optimize long term stability. TA 
is a Kalman filter, run once a month as a 
post-processor to generate a scale over the 
previous month (61. Recently, design 
problems have been discussed concerning the 
use of a pure Kalman filter as a time-scale 
algorithm [2]. We show results here 
comparing TA to AT1 and TA2 which suggest 
that TA has been walking off in frequency 
faster than AT1 and TA2. By comparing the 
scales with other international scales using 
an N-cornered hat analysis, we find that the 
stability of TA becomes significantly worse 
than AT1 and TA2 by a factor of 2 at an 
integration tine of about 128 d. TA2 is 
slightly better than AT1 at 128 d and 
appears to improve even more at 256 d. The 
confidence on both of these points is poor 
enough that we perhaps should wait for more 
data to draw hard conclusions, but the 
improvement of TA2 over AT1 at 128 d matches 
closely results predicted from simulation 
[ 11, hence giving us more confidence in our 
results. We also note no degradation in 
short term stability even with good long 
term performance. 

Anomalous Behavior Detection 
The TA2 algorithm could be applied to 
generate an ensemble from any group of 
standards, such as voltage, tine, or length, 
but the way it detects and responds to 
anomalous behavior is what makes it 
particularly adapted to clocks, and hence to 
generating a time scale. By characterizing 
anomalous behavior in another type of 
standard, and then designing and 
implementing an algorithn for detecting and 
responding to such behavior, we could 
customize this algorithm for application to 
a set of that type of standard. 

The anomalous clock behavior with which ve 
are concerned consists of time steps and 
frequency steps, which of course must be 
detected in the presence of the usual 
stochastic processes of the clocks. In 
addition, these stochastic processes can 
change. Defining these in a language 
independent of clocks, we would say that a 
time step is a change in the estimated value 
of the standard's offset Irom the ensemble, 
while a frequency step is a change in the 
estimated slope. In either case, the step 
is defined only when the magnitude 
significantly exceeds the changes due to the 
stochastic processes. This becomes 
complicated since we assume both white noise 
and random-walk deviations of the slope. 
Hence we must estimate the normal size of 
these stochastic deviations to detect and 
respond to steps. Finally, for clock steps, 
we assume the change in value is sudden and 
final. Though some mechanisms have been 
postulated for clocks for the gradual decay 
of a sudden change in slope (a frequency 
step) we assume no decay mechanism when 
presented with a particular frequency step 
since we use no information to correlate 
that step with a causing mechanism. It is 
very rare for a time step to decay. In 
other standards, such as standard chemical 

voltaga cells, one might Want to include 
decay 8echanis8s in the anomalous behavior 
algorithm.. 

Clook Paruotorm in TAP 
Clocks in TAZ are characterized with the 
same deterministic and stochasticpararetars 
as T A  [ 7 J . The deterministic parameters are 
time, x, frequency, y I  and frequency drift 
offsets from the scale. The stochastic 
parameters are white and random-walk 
frequency modulation (FM), denoted o, and 
o I ,  respectively. These para~eters 
represent the expected size of the noise 
impulses driving their respective noise 
process. Thus 0, represents the expected. 
size of the vhite noise impulses which are 
integrated to form the random valk process 
in y. We estimate the values of these 
parameters as the expected amount of time 
deviation due to the particular noise 
process after a set time interval. In TA2, 
time and frequency offsets and white F?S aro 
estimated adaptively, whereas frequency 
drift and random-valk FM, both of which deal 
with long term phenomena, are set by the 
operator. In addition, the algorithm 
estimates a confidence, E ,  on y, based on 0, 
and a,, which responds to the adaptability 

While there is provision in TA2 for using 
frequency drift parameters, in practice we 
rarely use them. The benefit of using 
frequency drift parameters should be to 
improve the long-term stability of the 
scale, since it should allow us to see the 
smaller random walk of clocks underneath the 
drift. The problem is that the drift of 
very few systems remains constant long 
enough to be useful. Also, drift in a 
cesium clock is a sign of pathology, in 
which case the clock probably will not last 
to contribute long term stability. 

Let us discuss aspects of the stochastic 
parameters. Giving aa the correct units 
requires some care. We enter 0, initially 
as the expected time deviation due to the 
white FM process after a time interval of 
T o  = 1 d. We then use 0. in the algorithm 
in different ways. om is estimated 
adaptively in the algorithm from the 
predictability of the time offset, just as 
in AT1, assuming the measurement interval, 
T ,  is short enough that the white Ffl process 
of the clock is dominant. The interval 
T = 1/12 d is different than T ~ ,  the 
interval used ii estimating 0, for entry 
into the alqorithm. Thus on must be 
converted from the value as enterred to 
initialize the adaptive, expmentially 
filtered estimate of uo.  

Similarly, a, is enterred as a time 
deviation due to random-walk Fn at io. It 
is used internally as the expected frequency 
variation due to random-walk FU over the 
measurement interval. Thus it too must be 
converted. These ccnversions are shown in 
Table I, where, f3r the frequency variance, 
we have simply solved for o : ( i )  with the 
proper power law dependence on T .  

For initial er.try, om and os can be 
estimated [3] from the Allan variance ay(r )  
as follows [B]: 

of a,. 
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This equation gives u, and a as the time 
dispersion due t o  the speciffc noise types 
after the interval r . Please note that, in 
this paper, T~ is t%e time interval which 
applies to Q and 0 when entered 
externally, while r is t%e time interval 
between measurements. For TA2, u and a, 
are entered estimated at ro  = 1 d, while the 
time between measurements at NIST ie r - 
1/12 d. 

We give an example of the use of equation I 
for estimating 0, and OB. from the Allan 
variance a* (? )  for a particular clock, the 
HP601 at XIST. Figure 1 gives the Allan 
deviation of the HP601 Over the 541 d 
starting January 1989 .  Two lines are drawn 

point are 2.7*10”‘ for the white FH and 
0.61*10”‘ for the random-walk m. Applying 
equation (1) for each of a, with yo= 
0.864*10” ns we find a,= 1.111s. For oB we 
must realize that the line we have drawn is 
the asymptotic form of equation 1 for large 
H, In this case we have 

a i [ ,  = 3 * r * U : ( T ) .  ( 2 )  

Substituting the above values in (2) we have 
oB = 1.61-1s. 

In steady-state TA2, we use our estimate 0, 
in two different ways: for determining the 
relative weights of the clocks for the time 
update, and for filtering the white FM in 
our estimate of frequency. The value of o 
is also involved in the anomalous behavior. 
routines. Since the measurement interval is 
fixed for TA2 at NIST, the value of 7 is not 
important in determining the relative 
weights of the clocks. However, in order to 
use o as the estimate of the white FM level 
in filtering the frequency, we must 
transform it from being a time deviation to 
a frequency variance. o4 must also be 
adjusted from its being time deviation at ro 
as entered to its use as a frequency 
variance a,t r .  The relations we use for 
these are shown in Table 1. 

- #‘ -‘ 
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Figure 1. Allan deviation plot of the NIST 
clock HP601 over 541 d starting January 1989 
showing white Fn and random-walk FM 
cooponents and levele. 

A final note on the application of the 
stochastic clock parameters concerns sudden 
increases in uq initiated at certain times 
to avoid transients. There are four such 
times: 1) when starting a run for a new 
month based on estimates of parameters from 
the previous month, 2) when a clock is first 
entered as a new clock, 3) when a frequency 
step is found, and 4) when a clock goes off 
line and comes back on in one month. These 
increases in a, are necessary because the 
weights of the clocks in the time update are 
proportional to 1/0f, thus it is necessary 
to increase 0, to de-weight a clock. The 
factors we use to increase a. in these cases 
are purely phenomenological: we basically 
picked values that worked. 

When starting a run for a new month, the 
estimates of 0: for clocks from the previous 
month are multiplied by a factor of 1.5, 
because the frequency estimates from the end 
of the last month are smoothed estimates 
based on data including 10 days into the 
current month. Hence because there is more 

Table I 

Used as: I I not used I 
time variance 

frequency variance 

/Orl 

K in this table determines the units for frequency. 

TA2 we use ns/d internally, hence K= 8.64*10” ns/d. 
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information implicitly contained in them 
than is available for the new first pamm, 
these initial frequencies Bay not Batch the 
raw data well for the forward pas. of the 
current month. The 1.5 factor increase of 
oz compensates for this mismatch by allowing 
tAe algorithm a little extra time to learn 
the forward frequency, yet .till starting 
each clock with the smoothed frequency from 
the previous month. The algorithm remembers 
the old and learns the new frequency of a 
clock using an exponential filter. Thus the 
old frequency is gradually forgotten with a 
mhalf-lifen equal to the exponential filter 
tire constant. This time constant adjusts 
adaptively with o., and should equal 
approximately the minimum of the Allan 
variance curve, the integration time when 
the dominant noise form changes from white 
FrI to random-walk Pn. The factor 1.5 
adjustment at the beginning of a month 
additionally makes the definitive (third 
pass) estimates for the beginning of the 
month more influenced by the backward run 
with its longer foresight of information 
than the forward run. . 

When a clock i m  first entered as a new 
clock, even though one may have 
characterized its parameters vell, we find 
that the scale still needs sore time to fine 
tune its parameters. Toward this end, the 
initial value of of is multiplied by a 
factor of 3. Similarly, when a frequency 
step is detected, the scale is re-run with 
the stepped clock's weight ret to 0 for a 
period long enough for the algorith. to 
learn fts new frequency; we then re-admit 
the clock with non-zero weight and multiply 
the estimated uf by a factor of 2. 

When a clock goes off line and does not 
return before the end of the month, it then 
comes back on line in the reverse direction 
as a new clock. Alternatively, the clock 
can come back on line again in the forward 
direction before the end of the month. In 
either case, when a clock goes off line and 
comes back on two corrections are applied to 
of. We multiply by a factor of 2 when it 
returns because, even though we assume the 
white Fl4 level of the clock to be nominally 
the same, we don't want to weight the clock 
in the same way for the time update since 
the frequency may have changed in 
unpredictable ways. We also add to of the 
amount of dispersion of the scale frequency 
during the off-line interval. If we denote 
a#, as the random-walk FH deviation of the 
scale frequency in ns/d at one day, and 6 as 
the time interval for which the clock has 
been off line, then we add to 0: the value 

the time domain dispersion of the t2$i8 itself over the interval d due to 
random-walk FM. 

TA2 from January 1989 through June 1990 
One of the features of the AT2 algorithm, 
inherited by TA2, is automatic frequency- 
step detection and response (1). When the 
AT2 algorithm detects a frequency step, it 
removes that clock from the scale until the 
scale can learn its new frequencyr Although 
this works automatically in TA2, we can also 
manually tell the scale when a clock has a 
step and what its magnitude is. This latter 
action, though more labor intensive, allows 
TA2 to keep the clock on line, thus 
providing a small improvement to the scale's 
stability. In this action w e  are using our 

knowledge of clock behavior after the t rc t  
beyond what TA2 w i l l  do automatically. In 
tho January 1989 - June 1990 run wo 
estimated and inmerted frequency step. by 
hand whenever the algorithr detected a #tap 
in a clock with 8 large amount of weight. 
Thus the results we obtained were through a 
lot of careful grooming of the ensemble. 

Over the run, frequency stepm wore found in 
seven clocks: one step in two clocks, two 
step. in one clock, three step. in three 
clocb and s i x  steps in one clock. Thus a 
total of nineteen frequency steps were 
found. There were four other clocks that 
had no mteps, making a total of 11 clock.. 
All of the frequency step8 were estimated 
and inserted manually except for two in one 
of the three step clocks and four in the aix 
step clock. 

In figure 2a we see the conparison TA2-TA 
run on the same clocks at NIST over the 
period BUD 47527-48060, all of 1989 and the 
firmt half of 1990. Piguro 2b is the 
frequency plot of this same data. Clearly, 
there are some frequency excursions between 
the two scales. Comparing both of these 
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ligure l a .  The time deviation TA2 - TA from 
January 1989 through June 1990. 
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Figure 2b. 
from January 1989 through June 1990. 
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scales with ATl, TA-AT1 in figures 3s and 
3b, and TA2-AT1 in figures 4s and 4b, we see 
that AT1 and TA2 agrem quite well in 
frequency for the period. Thur we concludm 
with reasonable probability that the pure 
Kalman filter algorithm, TA, has walked off 
more than 2 partm in 10'' over thim time 
period. 
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Figure 3a. The time deviation TA - AT1 from 
January 1989 through June 1990. 
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Figure 3b. The frequency deviation TA - AT1 
from January 1989 through June 1990. 

A second analysis of the results over the 
541 d run was performed comparing the NIST 
time scales with UTC(1ab) for several time 
standards laboratories around the world 
using G P S  data. The laboratories used were 
the National Research Council (NRC) , Ottawa, 
Canada, 1'Observatoire de Paris (OP) , Paris, 
France, the Tokyo Astronomical Observatory 
(TAO) , Tokyo, Japan, the Technical 
University of Graz (TUG)  , Graz, Austria, and 
the United States Naval Observatory (USNO), 
Washington D.C., U.S.A.  We did a type of 
separation of variance analysis called "N- 
cornered hat," (91 on all four labs plus 
each (independently) of AT1, TA and TA2. 

The N-cornered hat technique requires that 
the input time series be independent, which 
is not true in our case for two reasons. 
First, since the labs were compared using 

* A 1  IWJ.1 

Figure 4a. The time deviation TA2 - AT1 
from January 1989 through June 1990. 

Figure 4b. The frequency deviation TA2 - 
AT1 from January 1989 through June 1990. 

data from G P S  satellites in common-view [8 J ,  
there is the same satellite noise on several 
of the time transfer links. This would 
affect short term stability estimates out to 
perhaps a 4 d integration time. Further, 
each UTC(1ab) is steered to match UTC as 
generated by the International Bureau of 
Weights and Pleasures. The steering, 
however, is usually slow and of small effect 
within a year. We know, however, that the. 
USNO applied a lot of steering in 1989 and 
1990; eight frequency steps were applied of 
magnitude 1 ns/d, the first s i x  of which 
were applied in a series 20 d apart at the 
beginning of the year. We also note that 
there can be apparent correlations in the 
data due to the finite data length. 

The results of our 5-cornered hat analysis 
on all four labs plus each of AT1, TA and 
TA2 are shown in figures 5, 6, and 7, 
respectively. We see little difference 
among the short term stabilities of the 
three different scales at NIST. We see a 
significant degradation in the long-term 
stability of TA over both AT1 and TA2, 
agreeing with our analysis above concerning 
TA. There is also a small improvement in 
TAZ over AT1 at 128 d, and an indication of 

446 



A c -. 
0 

S-COnwrHU 
via OPS vbw 

lum 4nn - 4w68 

Tau (a) 

Figure 1. 1-cornered hat Allan deviation 
esti~atos for AT1 against vTc(NRC), 
UTC(TAO), UTC(TUC) and UTC(USN0) from 
January 1989 through June 1990. 
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Figuro 6. 5-cornered hat Allan deviation 
esti8ates for TA against UTC(NRC), VTC(TA0) , 
UTC(TUG) and UTC(USN0) from January 1989 
through June 1990. 
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Figure 7. 5-cornered hat Allan deviation 
estimate8 for TA2 againat UTC(HRC), 
UTC(TAO), UTC(TUG) and UTC(USN0) from 
January 1989 through June 1990. 

Tau (d) 

improvewnt at 256 d, though we havo little 
confidence i n  thir last point. "he 
improvement at 128 d is also probably not 
statistically significant by itself, but it 
agrees well vith tho improvewnt we e x p c t  
to find from simulation . It is not 

cornered hat estimates, but the confidence 
cannot be better than that of a direct Allan 
deviation computation. These error bars can 
be seen in figure 1. We conclude that ve 
have some indication that we have realized 
here in practice the results we predicted in 
simulation. 

Conalusions 
We have presented the implementation of TA2 
in the WIST time scale system. We discussed 
how to characterize clock. with white RI and 
random-walk FH levels, and various relations 
for theso numbers as a function of 
integration time between treatment as a time 
deviation or frequency varianco. We found 
little over-all frequency change between AT1 
and TA2 over 1989 and the first half of 
1990, but a walk in frequency in TA 
accumulating, to more than 2 parts in 10". 
Finally, we studied the fractional frequency 
stability of the three scales in relation to 
UTC of various labs around the world using 
an N-cornered hat approach. We note that 
the stability of TA is worse than AT1 and 
TA2 by a factor of almost 2 at 128 d. We 
also conclude that there is indication of an 
improvement in the stability of TA2 over AT1 
matching that predicted by formor 
8imulation, though the confidence is poorer 
than the apparent improvement. 
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